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UPS
with
LCD

display, 650 VA, black
ULTIMATE DEFENCE
Informative LCD display
Provides backup power - prevents data loss
Protects your sensitive and valuable equipment
Compact and reliable - ideal for home and small office use

Neprekidno napajanje od 650 VA sa modifikovanim sinusnim izlazom
Automatska regulacija naizmenicnog napona (AVR)
Inteligentna zaštita od prenapona, preopterec´enja i kratkog spoja
Zvucni i vizuelni alarmi
LCD prikaz statusa
Inteligentno upravljanje baterijama sa zaštitom od prekomernog punjenja i pražnjenja

Type: line interactive
Waveform: sine wave (AC mains), modified (square) sine wave (battery)
Input: 220 V AC ± 25%, 50 / 60 Hz ± 10%
Output: 220 V AC ± 10%, 50 / 60 Hz ± 1% (220 V AC ± 5 % at inverter mode)
Switching timeabout or less than 8 ms
Backup time: 8...20 mins (depends on the load)
Battery: sealed lead-acid 12 V DC / 7Ah
Charge time: up to 12 hours
Output sockets: 2 pcs x C13, 1 pc x german Shuko
Operating conditions: 0°C ~ 40°C, at humidity 20 ~ 90 %RH non condensing
Power: 650 VA (390 W)
Charging current: up to 1.2 A
Noise: 45 dB at 1 m distance
Dimensions: 340 x 95 x 165 mm
Product weight: 5.2 kg
"Cold-start" function

Softver je kompatibilan sa Windows Vista/7/8/2008 serverom
Da bi ispravno radio, prikljuceno opterec´enje treba da bude najmanje 5% maksimalnog kapaciteta UPS-a.
Na primer, UPS-u od 700W je potrebno najmanje povezano opterec´enje od 35W da bi radio.

ups mustek apc
UPS with LCD display, 650 VA, black
ULTIMATE DEFENCE

Gembird EG-UPS-031 UPS sa
stabilizatorom 650VA 390W LCD
Šifra: 81645
Kategorija prozivoda: UPS I PRENAPONSKE ZAŠTITE
Proizvođač: GEMBIRD

Cena: 6.930,00  rsd
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ups mustek apc

Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena.
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši
virmanski - bezgotovinski.


